A NOVEL MULTIAXIAL WEAR TESTER FOR ACCELERATED TESTING OF MATERIALS

*Shen, M.; **+Hsu, S.; **Tesk, J.; *Christou, A.; **Dept. Mat'l & Nucl. Eng., University of Maryland, College Park, MD 20742. **National Institute of Standards and Technology, Gaithersburg, MD 20899; +301-975-0120; 301-975-5334;Fax, stephen.hsu@nist.gov

Relevance to Musculoskeletal Conditions: Development of an accelerated wear tester that is clinically relevant will allow rapid evaluation of potential materials to be used in the artificial joint replacement.

Introduction: There is a need for an accelerated wear tester that can evaluate different material pairs in a short time. Current pin-on-disc tester and ASTM F732 test methods produce results that often contradict long term simulator tests. Recent papers suggest that multiaxial motions are important in reproducing the surface textures and wear debris morphology. The objective was to design and build a universal wear tester that is capable of multiaxial motion, programmable load history, and able to evaluate various material combinations, including hard on hard bearing material pairs.

Method: Two moving stages, driven by separate motors, are placed orthogonal to each other. For this evaluation, the contact surfaces consist of an ultra-high molecular weight polyethylene (UHMWPE) pin and a Co-Cr alloy disc. One stage holds the pin which glides on an inclined plane. Loading is achieved by geometric interference only with the disc on the second stage. There are actuators placed underneath the stages so that the inclined angles can be adjusted and programmed. Both the stroke lengths and frequencies (velocities) of motions of the two stages are independently controlled. The machine is designed to be rigid and stiff with minimal vibration. The test is controlled by a PC using LabVIEW software (National Instruments). Three known wear-level UHMWPE samples were used. These were samples subjected to three different gamma irradiation conditions: 40 kGy in air, 40 kGy in vacuum, and 80 kGy in vacuum. Wear results of the two 40 kGy materials had been published by Schmidt et al. These samples were used to calibrate the tester and to develop the test protocol.

The UHMWPE pins were cylindrical in shape and had dimensions of 6.35 mm in diameter and 19.05 mm in length. The Co-Cr alloy discs had dimensions of 50.8 mm in diameter and 5.8 mm in thickness. The discs were polished to have a typical centerline surface roughness Ra=0.05µm.

The wear tests, in bovine serum, were conducted by using the following procedure. The UHMWPE pins were presoaked in bovine serum for a minimum of 14 days prior to testing. They were cleaned and weighed periodically during the test. A minimum of 3 soak control pins were included in each cycle (20% of the cycle time). During the test, the normal force and the tangential force were continuously measured by a force transducer mounted on the top stage.

Results: Wear (mass loss) of UHMWPE was obtained in 5 days or less. The mass loss data were corrected for fluid uptake by using the average mass gains in the soak control pins. Results are shown in Fig. 1. The ranking of materials is consistent with previously published results for 40 kGy, air and vacuum specimens. Surface texture, as observed by using a scanning electron microscope (SEM), is shown in Fig. 2. It can be seen that 1) separation among the three samples was achieved; 2) the worn surface texture is similar to the in vivo case. The wear debris in the serum were also collected and examined by using SEM. The wear debris morphology was similar to those observed in retrieval studies.

Acknowledgment: The authors acknowledge support and guidance from the NIST Orthopaedic Consortium (Biomet, Johnson & Johnson Professional, Osteonics, Zimmer).

Discussion: A versatile wear tester has been designed and built. The initial study showed that with this tester, test procedures can be developed to achieve clinically relevant simulations in a short time. With the continuously monitored force traces, this tester can be used to study the wear mechanisms of different material pairs. Understanding of the wear mechanisms will aid the rapid development of improved artificial joint materials development.


The authors have not received anything of value from a commercial or other party related directly or indirectly to the subject of my presentation.

The authors have not received something of value from a commercial or other party related directly or indirectly to the subject of my presentation.